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Motorische Messmikroskope
Motor-Driven Measuring Microscopes

MF-U GENERATION D

MF-UF3017D + 
Vision Unit
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Coordinate Measuring Machines

Vision Measuring Systems

Form Measurement

Optical Measuring

Sensor Systems

Test Equipment  
and Seismometers

Small Tool Instruments  
and Data Management

Digital Scale and DRO Systems

†	� Motorisch gesteuerte X-, Y- und Z-Achsen 
Motor-Driven X-, Y- and Z axes

†	 Vision Unit für automatische Kantenerkennung 
	 Vision Unit for automatic edge detection

†	� Vision Auto Fokus 
Vision Auto Focus

†	 LAF (Laser Auto Fokus) ermöglicht JF (Just Fokus) und TF (Tracking Fokus) 
	 LAF (Laser Auto Focus) enables JF (Just Focus) and TF (Tracking Focus)

†	� Hellfeld oder Hell-/Dunkelfeld wählbar 
Bright-field or bright-/dark-field selectable

†	 LED oder Halogenbeleuchtung wählbar 
	 LED or halogen illumination selectable 

Motorisch / Motorised Motorisch / Motorised LAF

Hellfeld/Brightfield
Name MF-UG2017D     MF-UG3017D MF-UG4020D MF-UE2017D MF-UE3017D MF-UE4020D

Artikel/Order No. 176-784D 176-785D 176-786D 176-790D 176-791D 176-792D

Hell-Dunkelfeld/
Bright-Darkfield

Name MF-UH2017D     MF-UH3017D MF-UH4020D MF-UF2017D MF-UF3017D MF-UF4020D

Artikel/Order No. 176-787D 176-788D 176-789D 176-793D 176-794D 176-795D

Z-Achse/Z-axis
Max. Werk-
stückhöhe/Max. 
workpiece height

220 mm

Tisch/Stage

Messbereich/Me-
asuring range

200 x 170 mm 300 x 170 mm 400 x 200 mm 200 x 170 mm 300 x 170 mm 400 x 200 mm

Max. Tischbe-la-
stung/Max. table 
loading

20 kg 15 kg 20 kg 15 kg

Längenmessabweichung / Measuring 
accuracy * (X- und Y-Achse, Tisch 
unbelastet / X- and Y axes, stage 
unloaded)

(2.2 + 0.02 L) µm, L=Messlänge/measuring length (mm)

* nach Mitutoyo Prüfmethode/according to Mitutoyo inspection method

Spezifikationen für MF-U D / Specifications for MF-U D


